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transmitting stations, receiving sta-
tions, message centers or control
points in the international fixed public
radiocommunication service.

Occupied bandwidth. The frequency
bandwidth such that, below its lower
and above its upper frequency limits,
the mean powers radiated are each
equal to 0.5 percent of the total mean
power radiated by a given emission.

Point-to-point telegraph station. The
term ‘‘point-to-point telegraph sta-
tion’’ means a fixed station authorized
for radiotelegraph communication.

Point-to-point telephone station. The
term ‘‘point-to-point telephone sta-
tion’’ means a fixed station authorized
for radiotelephone communication.

Point of communication. The term
‘‘point of communication’’ means a
specific location designated in the li-
cense to which a station is authorized
to communicate for the transmission
of public correspondence.

Radiotelegraph. The term ‘‘radiotel-
egraph’’ as used in this part shall be
construed to include types N0N, A1A,
A2A, A3C, F1B, F2B, and F3C emission.

Radiotelephone. The term ‘‘radio-
telephone’’ as used in this part, with
respect to operation on frequencies
below 30 MHz, means a system of
radiocommunication for the trans-
mission of speech or, in some cases,
other sounds by means of amplitude
modulation including double sideband
(A3E), single sideband (R3E, H3E, J3E)
or independent sideband (B3E) trans-
mission.

[38 FR 22478, Aug. 21, 1973, as amended at 49
FR 48701, Dec. 14, 1984]

§ 23.11 Use of radiotelephone emis-
sions by radiotelegraph stations.

The licensee of a radiotelegraph sta-
tion, using frequencies below 30 MHz,
may be authorized to use radio-
telephone emissions as defined in § 23.1
for the following purposes:

(a) Transmission of addressed pro-
gram material as set forth in § 23.51.

(b) Controlling the transmission or
reception of addressed program mate-
rial

(c) Controlling the transmission or
reception of facsimile material.

[28 FR 13032, Dec. 5, 1963, as amended at 36
FR 2562, Feb. 6, 1971; 38 FR 22479, Aug. 21,
1973]

§ 23.12 Use of radiotelegraph emis-
sions by radiotelephone stations.

The licensee of a point-to-point ra-
diotelephone station may be authorized
to use type N0N, A1A, A2A, F1B, or F2B
emission for identification, for test
purposes or for the exchange of service
messages.

[49 FR 48701, Dec. 14, 1984]

§ 23.13 Types of emission.
Stations in the international fixed

public radiocommunication services
may be authorized to use any of the
types of emission or combinations
thereof, described in part 2 of this
chapter, as well as new types which
may be developed: Provided, That
harmful interference to adjacent oper-
ations is not caused thereby, And pro-
vided further, That the intelligence to
be transmitted will use the bandwidth
requested to a degree of efficiency com-
patible with the current state of the
art. A determination of the possibili-
ties of interference will be made as
outlined in § 23.20. In certain cases fre-
quencies or emissions may be author-
ized on a temporary basis to determine
if interference will occur. During nor-
mal operations, emissions shall be cen-
tered about an assigned frequency.
Non-centered emissions may be em-
ployed for short periods of time as
needed to avoid interfering signals or
meet fluctuating traffic loading: Pro-
vided, That the occupied bandwidth of
these emissions be contained within
the authorized bandwidth, And provided
further, That prior to any such use, the
Commission be notified of the ref-
erence frequency or frequencies pro-
posed to be used in lieu of the assigned
frequency.

[38 FR 22479, Aug. 21, 1973]

§ 23.14 Emission, bandwidth, modula-
tion and transmission characteris-
tics.

In the services under this part emis-
sions are designated by their classifica-
tion and their necessary bandwidth in
accordance with the following proce-
dures:

(a) Designation of emissions in applica-
tions. In applying for new frequency as-
signments for emissions not presently
authorized, the emissions proposed to
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